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601 General

601.1 Scope. Plumbing elements and facilities
required to be accessible by scoping provisions
adopted by the administrative authority shait com-
ply with the applicable provisions of Chapter 6.

602 Drinking Fountains

602.1 General. Accessible drinkiﬁg fountains shall
comply with Sections 602 and 307.

602.2 Clear Floor Space. A clear floor space com-
plying with Section 305, positioned for a forward
approach to the drinking fountain, shali be provided.
Knee and toe space complying with Section 306
shall be provided. The clear floor space shall be
centered on the drinking fountain.

‘ EXCEPTIONS:
1. Drinking fountains for standing persons.

2. Drinking fountains primarily for children’s
use shall be permitted where the spout is
30 inches (760 mm) maximum above the
floor, and a parallel approach complying
with Section 305, centered on the drinking
fountain, is provided.

3, Inexisting buildings, existing drinking foun-
tains providing a paralle! approach comply-
ing with Section 305, centered on the
drinking fountain, shall be petmitted.

4. Where specifically permitted by the admin-
istrative authorily, 2 parallel approach com-
plying with Section 305, centered on the
drinking fountain, shali be permitied for
drinking fountains that replace existing
drinking fountains with a parallel approach.

602.3 Operable Parts. Operable parts shafl compiy
with Section 309. '

602.4 Spout Qutlet Height. Spout outlets of wheel-
chair accessible drinking fountains shall be 36
inches (915 mm) maximuim above the floor. Spout
outlets of drinking fountains for standing persons
shall be 38 inches (965 mm) minimum and 43
inches (1090 mm} maximum above the floor.

£02.5 Spout Location. The spout shall be located
15 inches (380 mm) minimuem from the vertical sup-
port and 5 inches (1256 mm) maximum from the front
edge of the drinking fountain, including bumpers.
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Fig.602.5
Drinking Fountain Spout Location

Where only a parallel approach is provided, the
spout shall be located 3/, inches (89 mm) maxi-
mum from the front edge of the drinking fountain,
Including bumpers.

602.6 Water Flow. The spout shall provide a flow of
water 4 inches (102 mm) minimum in height. The
angle of the water stream from spouts within 3
inches {76 mm) of the front of the drinking fountain
shall be 30 degrees maximum, and from spouts
between 3 inches (76 mum) and 5 inches (125 mm}
from the front of the drinking fountain shall be 15
degrees maximum, measured horizontally relative
to the front face of the drinking fountain.
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603 Toilet and Bathing Rooms

603.1 General. Accessible toilet and bathing rooms
shall comply with Section 603.

603.2 Clearances.

603.2.1 Turning Space. A turning space com-
plying with Section 304 shall be provided within
the room.

603.2.2 Overlap. Clear floor spaces, clear
ances at fixtures, and turning spaces shall be
permitted to overlap.

603.2.3 Door Swing. Doors shall not swing
into the clear floor space or clearance for any
fixture.

EXCEPTIONS:

1. Doors to a toilet and bathing room for a2
single occupant, accessed only
through a private office and not for
common use or public use shall be per-
mitted to swing into the ciear floor
space, provided the swing of the door
can be reversed to meet Section
603.2.3.

2. Where the room is for individual use
and a clear floor space complying with
Section 305.3 is provided within the
room beyond the arc of the door swing.

603.3 Mirrors. Mirrors located above lavatories,
- sinks or counters shail be mounted with the bottom
edge of the reflecting surface 40 inches (1015 mm)

€
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{(a) Accessible Water
Closets
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maximum above the floor, Mirrors not located above
lavatories, sinks or counters shall be mounted with
the bottom edge of the reflecting surface 35 inches
{890 mm) maximum above the floor.

603.4 Coat Hooks and Shelves, Coat hooks shall
be located within one of the reach ranges specified
in Section 308. Sheives shall be 40 inches (1015
mm) minimum and 48 inches {1220 mm) maximum
above the floor.

604 Water Closets and Toilet Compartments

604.1 General. Accessible water closets and toilet
compartments shall comply with Section 604. Com-
partments containing more than one plumbing fix-
ture shall comply with Section 603. Wheelchair
accessible compartments shall comply with Section
604.8. Ambulatory accessible compartments shall
comply with Section 604.9.

EXCEPTION: Water closets and ioilet com-
partments primarily for children’s use shall be
permitted to comply with Section 604.10 as
applicable. ‘

604.2 Location. The water closet shail be located
with a wall or partition to the rear and to one side.
The centerline of the water closet shall be 16 inches
{405 mm) minimum to 18 inches (455 mm) maxi-
mum from the side wall or partition. Water closets
located in ambulatory accessible compartmenis
specified in Section 604.9 shall have the centerline
of the water closet 17 inches (430 mm) minimum to
19 inches (485 mm) maximum from the side wall or
partition.

|
T
17-19 ;
430 - 485

(b) Ambulatory
Accessible Water Closets

Fig. 604.2
Water Gloset Location
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604.3 Clearance.

604.3.1 Size. A clearance around a water
closet 60 inches {1525 mm) minimum, mea-
sured perpendicular from the sidewall, and 56
inches {1420 mm) minimum, measured per-
pendicutar from the rear wall, shall be provided.

604.3.2 Overlap. The required clearance
around the water closet shall be permitied to
overlap the water closet, associated grab bars,
paper dispensers, sanitary napkin receptacles,
coat hooks, shelves, accessible routes, clear
floor space at other fixtures and the tuming
space. No other fixtures or obstructions shali
be within the required water closet clearance.

Other fixtures not allowed
 within this area

56 min

60 min |,

1525

Fig. 604.3
Size of Clearance for Water Closet

604.4 Height. The height of water closet seats shall
be 17 inches (430 mm) minimum and 19 inches
{485 mm) maximum above the floor, measured to

the top of the seat. Seats shall not be sprung 1o

return to a lifted position.

EXCEPTION: A water closet in a toilet room for
a single occupant, accessed only through a pri-
- vate office and not for common use or public
. use, shall not be required to comply with Sec-
tion 604 .4.

604.5 Grab Bars. Grab bars for water closets shall
comply with Section 609 and shall be provided in
accordance with Sections 604.5.1 and 604.5.2.
Grab bars shall be provided on the rear wall and on
the side wall closest to the water closet.

EXCEPTIONS:

1. Grab bars are not required to be installed in a toi-
let room for & single occupant, accessed only
through a private office and not for common use

2.

3.

Chapter 6. Plumbing Elements and Facilties

y 17-19
430 - 485

Fig. 604.4
Water Closet Height

or public use, provided reinforcement has been
installed in walls and located so as to permit the
instaliation of grab bars complying with Section
604.5.

In detention or correction facilities, grab bars are
not required to be installed in housing or holding
cells or rooms that are specially designed without
protrusions for purposes of suicide prevention.

In Type A uniis, grab bars are not required to be
installed where reinforcement complying with
Section 1003.11.4 is installed for the future instal-
{ation of grab hars.

In Type B units located in institutional factlities
and assisted living faciiities, two swing-up grab
bars shatl be permitted to be installed inlieu of the
rear wall and side wali grab bars. Swing-up grab
bars shall comply with Sections 604.5.3 and 609.

.In a Type B unit, where fixtures are located on

both sides of the water cloget, a swing-up grab
bar complying with Sections 604.5.3 and 608
shail be permitted. The swing~up grab bar shall
be installed on the side of the water closet with
the 18 inch (455 mm) clearance required by Sec-
tion 1004.11.3.1.2.

604.5.1 Fixed Side Wali Grab Bars. Fixed side-
wal! grab bars shall be 42 inches (1065 mm) mini-
mum in length, located 12 inches (305 mm)
maximum from the rear wall and extending 54
inches (1370 mm) minimum from the rear wall. In
addition, a vertical grab bar 18 inches {455 mm)
minimum in fength shall be mounted with the bot-
torm of the bar located between 39 inches {990
mm) and 41 inches (1040 mm) above the floor,
and with the center line of the bar located
between 39 inches {990 mm) and 41 inches
(1040 mm} from the rear watl.

EXCEPTIONS:

1. InType A and Type B units, the vertical
grab bar component is not required.
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2. InaType B unit, when a side wall is not
availabte for a 42--inch (1065 mm) grab
bar, the sidewall grab bar shall be per-
mitted to be 18 inches (455 mm) mini-
mum in length, located 12 inches {305
mm} maximum from the rear wall and
extending 30 inches (760 mm) mini-
mum from the rear wall.
39_-4
890 — 1040
54 min
12 max 1370
305

18 min
455

A

42 min
1065 L

Section 608.4

39 - 41
990 - 1040

840 - 215

Fig. 604.5.1
Side Wall Grab Bar for Water Closet

604.5.2 Rear Wall Grab Bars. The rear wall
grab bar shatl be 36 inches (915 mm) minimum
in length, and extend from the centerline of the
water closet 12 inches (305 mm) minimum on
the side closest to the wall, and 24 inches (610
mm} minimum on the transfer side.

EXCEPTIONS:

1. The rear grab bar shall be permitted to
be 24 Inches (610 mm) minimum in
length, centered on the water closet,
where wall space does not parmit a
grab bar 36 inches (315 mm} minimum
in length due to the location of a
recessed fixture adjacent to the water
closet.

2. aType AorType B unit, the rear grab

" bar shall be permitted {0 be 24 inches

(610 mm) minimum in length, centered

on the water closet, where wall space

does not permit a grab bar 36 inches
(915 mm) minimum in length.

3. Where an administrative authority
requires flush controls for flush vaives
to be focated in a position that conflicts
with the location of the rear grab bar,
that grab bar shall be permitied to be
split or shifted to the open side of the
toilet arga.

ICC/ANSI A117.1-2003

36 min
/] 915 12 min
, 24min | 7| 305
810 1 )
¢
@ > o
-
wny &
85 e
'fa £
Sé'g'g
® o
— L

Fig. 604.5.2
Rear Wall Grab Bar for Water Closet

604.5.3 Swing~up Grab Bars. Where
swing-up grab bars are installed, a clearance
of 18 inches (455 mm) minimum from the cen-
terline of the water closet to any side wall or
obstruction shall be provided. A swing—up grab
bar shall be installed with the centerline of the
grab bar 15%, inches (400 mm) from the center-
line of the water ¢loset. Swing-up grab bars
shall be 28 inches (710 mm) minimum in
length, measured from the wall to the end of the
horizontal portion of the grab bar.

] A
18min , 18min
455 455

I

Fig. 604.5.3
Swing-up Grab Bar for Water Closet

604.6 Flush Controls. Fiush controls shallbe hand
operated or automatic. Hand operated flush con-
trols shall comply with Section 309. Flush controls
shallbe located on the open side of the water closet.
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EXCEPTION: In ambulatory accessible com-
pariments complying with Section 604.9, fiush
controls shall be permitied to be located on
gither side of the water closet.

604.7 Dispensers. Toilet paper dispensers shall
comply with Section 309.4 and shall be 7 inches
(180 mm) minimum and 9 inches (230 mm} maxi-
mum In front of the water closet measured to the
centerline of the dispenser. The outlet of the dis-
penser shall be 15 inches (380 mm) minimum and
48 inches (1220 mm) maximum above the floor, and
shall not be located behind the grab bars. Dispens-
ers shall not be of a type that control delivery, or do
not aliow continuous paper fiow.

604.8 Wheelchair Actessible Compartments.

604.8.1 General. Wheelchair accessible com-
partments shall comply with Section 604.8.

604.8.2 Size. The minimum area of a wheel-
chalr accessible compartment shall be 60
inches (1525 mm) minimum in width measured
perpendicutar to the side wall, and 586 inches
(1420 mm) minimum in depth for wall hung
water closets, and 59 inches (1500 rm) mini-
mum in depth for floor mounted water closets
measured perpendicular to the rear wail. The
minimum area of a wheelchair accessible com-
partment for primarily children’s use shall be 60
inches (1525 mm) minimum in width measured
perpendicular to the side wall, and 59 inches

- {1500 mm) minimum in depth for wali hung and
floormounted water closets measured perpen-
dicular to the rear wall,
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Fig. 604.7
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604.8.3 Doors. Toilet compartment doors,
including door hardwatre, shali comply with Sec-
tion 404.1, except if the approach is to the latch
side of the compartment door clearance
between the door side of the stall and any
obstruction shall be 42 inches {1065 mm) mini-
mum. Doors shall be located in the front partition
or in the side wall or partition farthest from the
water closet. Where located in the front partition,
the door opening shall be 4 inches (100 mm)
maximum from the side wall or partition farthest
from the water closet. Where located in the side
wall or partition, the door opening shali be 4
inches (100 mm) maximum from the front parti-
tion. The door shall be self—closing. A door pull
complying with Section 404.2.6 shall be placed
on both sides of the door near the tatch. Toilet
compartment doors shall not swing into the
required minimum area of the compartment.

604.8.4 Approach. Wheelchair accessible
compartments shall be arranged for left-hand
or right-hand approach to the water closet.

604.8.5 Toe Clearance. The front partition and
at teast one side pariition shall provide a toe
clearance of 9 inches (230 mm) minimum
above the floor and extending & inches (150
mm) beyond the compartment side face of the
partition, exclusive of partition support mem-
bers. Compartments primarily for children’s
use shalt provide a toe clearance of 12 inches
{305 men) minimum above the floor and extend-
ing 6 inches (150 mm) beyond the compart-
ment side face of the pariition, exclusive of

partition support members.
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Dispenser Location
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56 min
1420

60 min
! 1525 !

{a) Wall-Hung Water Closet — Adult

Fig. 604.8.2
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59 min
1500

60 min
1 1525

(b) Floor-Mounted Water Closet — Adult
Wall-Hung and
Floor-Mounted Water Closet — Children

Wheelchair Accessible Toilet Compartments

EXCEPTIONS:

1. Toe clearance at the front partition is
not required in a compartment greater
than 62 inches (1575 mmy) in depth with
a wall-hung water closset, or greater
than 65 inches (1650 mm) in depth with

-afloor—mounted water closet. Inacom-

-~ partment primarily for children’s use,
greater than 65 inches {1650 mm) in
depth, toe clearance at the front parti-
tion is not required.

2. Toe clearance at the side partition is
not required in a compariment greater
than 66 inches (1675 mmy) in width.

604.8.6 Grab Bars. Grab bars shall comply
with Section 609. Side wall grab bars comply-
ing with Section 604.5.1 located on the wall
closest to the water closet, and a rear wall grab
bar complying with Section 604.5.2, shall be
provided.

604.9 Ambulatory Accessible Compartments.

50

6§04.9.1 General. Ambulatory accessible com-
partiments shall comply with Section 604.9.

604.9.2 Size. The minimum area of an ambula-
tory accessible compartment shall be 60
inches {1525 mm} minimum in depth and 36
inches {915 mm) in width,

604.9.3 Doors. Toilet compartment doors,
including door hardware, shall comply with

42 min
1065

|

Fig. 604.8.3
Wheelchair Accessible Compartment Doors

Section 404, except if the approach is to the
latch side of the compartment door the clear-
ance between the door side of the compart-
ment and any obsiruction shall be 42 inches
(1065 mm) minimum. The door shall be
self—closing. A door pull complying with Sec-
tion 404.2.6 shall be placed on both sides of the
door near the latch. Compartment doors shall
not swing into the required minimum area of the
compartment.



ICC/ANST A117,1-2003 Chaptert 6. Plumbing Elernents and Facilities

42 min

i, - :
/ Partition / Partition !
5 min & min :
150 150 :
1
1
i
9 min 12 min !
B ‘_I/W 1 305 |
1 | I O | A
B min i
(a) (b) 150
Elevation Elevation
Aduit Children

{c)
Plan

Fig. 604.8.5
Wheelchair Accessible Compartment Toe Clearance

G 604.10 Water Closets and Toilet Compartments
for Children’s Use.

§04.10.1 General. Accessible water closets
and toilet compartments primarily for children's
use shall comply with Section 604.10.

604.10.2 Location. The water closet shall be
iocated with a wall or partition to the rear and to
one side. The centerline of the water closet
shall be 12 inches (305 mm) minimum to 18
inches (455 mm) maximum from the side wall
or partition. Water closets located in ambula-
tory accessible toilet compartments specified

60 min
1525

e I 430485 = ————7" in Section 604 .9 shall be located as specified in
g Section 504.2 Section 604.2.
o ¢
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Fig. 604.9
Ambulaiory Accessible Compariment
E
6§04.9.4 Grab Bars. Grab bars shall comply 12 -18
with Section 609. Side wall grab bars comply- 305 - 455
ing with Section 604.5.1 shall be provided on Fig. 604.10.2

both sides of the compartment. Children's Water Closet Location

&1



Chapter 6. Plumbing Elements and Facilities

82

604.10.3 Clearance. A clearance around a
water closet complying with Section 604.3 shall
be provided.

604.10.4 Height. The height of water closst
seats shall be 11 inches (280 mm) minimum
and 17 inches (430 mm) maximum above the
floor, measured fo the top of the seat. Seals
shallnotbe sprungto returnto a lifted position.

11-17
280 - 430

Fig. 604.10.4
Children's Water Closet Height

604.10.5 Grab Bars. Grab bars for water clos-
ets shall comply with Section 604.5.

604.10.6 Flush Controls. Flush controls shall
be hand operated or automatic. Hand operated
flush controis shall comply with Sections 309.2
and 309.4 and shall be instailed 36 inches {915
mm) maximum above the fioor. Flush controls
shall be located on the open side of the water
closet.

EXCEPTION: In ambulatory accessible
compartments complying with Section
604.9, flush controls shalt be permitted to
be located on either side of the water
closet.

604.10.7 Dispensers. Toilet paper dispensers
shall comply with Section 309.4 and shallbe 7
inches {180 mm} minimum and 9 inches (230
mim} maximum in front of the water closet mea-
sured to the center line of the dispenser. The
outlet of the dispenser shall be 14 inches (355
mmj minimum and 19 inches (485 mm) maxi-
mum above the floor. There shall be a clear-
ance of 1%, inches (38 mm) minimum below the
grab bar. Dispensers shall not be of a type that
control delivery or do not allow continuous
paper flow.

ICC/ANSH A117.1-2003
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Fig. 604.10.7
Children's Dispenser Location

604.10.8 Toilet Compartments. Toilet com-
partments shall comply with Sections 604.8
and 604.9, as applicable.

604.11 Coat Hooks and Shetves. Coat hooks pro-
vided within toilet compartments shall be 48 inches
{1220 mm) maximum above the floor. Shelves shall
be 40 inches (1015 mm) minimum and 48 inches
{1220 mm) maximum above the floor.

G605 Urinals

605.1 General. Accessibie urinals shall comply with
Section 605.

605.2 Height. Urinais shall be of the stall type or
shall be of the wall hung type with the rim at 17
inches (430 mm) maximum above the floor,

605.3 Clear Floor Space. A clear floor space com-
plying with Section 305, positioned for forward
approach, shall be provided.

605.4 Flush Controls. Fiush controls shall be hand
operated or automatic. Hand operated flush con-
trols shall comply with Section 309.

606 Lavatories and Sinks

G06.1 General. Accessible lavatories and sinks
shall comply with Section 606. )

606.2 Clear Floor Space. A clear floor space com-
plying with Section 305.3, positioned for forward
approach, shail be provided. Knee and toe clear-
ance complying with Section 306 shall be provided.
The dip of the overflow shall not be considered in
determining knee and toe ciearances.

EXCEPTIONS:

1. A parallel approach complying with Section
305 shall be permitted to a kitchen sink in a
space where a cook fop or conventional
range is not provided.
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17 max
430
{a} {b)
Wall Hung Type Stall Type
Fig. 605.2
Height of Urinais

2. The requirement for knee and toe clear-
ance shall not apply to a lavatory in a toilet
and bathing facility for a single occupant,
accessed only through a private office and
not for commeon use or public use.

3. A knee clearance of 24 inches (610 mim)
minimum above the floor shall be permitted
at lavatories and sinks -used primarily by
children ages 6 through 12 where the rim or
counter surface is 31 inches (785 mm)
fnaximum above the floor.

" 4. Aparaliel approach complying with Section

: 305 shall be permitted at lavatories and

sinks used primarily by children ages 5 and
younger.

5. " The requirement for knee and toe clear-
ance shall not apply to more than one bowl
of a muliibowl sink.

6. A parallei approach shall be permitied at
wet bars.

606.3 Height. The front of lavatories and sinks shall
be 34 inches (865 mm) maximum above the floor,
measured 1o the highert of the rim or counter sur-
face.

EXCEPTION: Alavatory in a toilet and bathing
facility for a singie occupant, accessed onty
through a private office and not for common
use or public use, shall not be required to com-
ply with Section 606.3.

606.4 Faucets. Faucets shall comply with Section
309. Hand-operated metering faucets shali remain
open for 10 seconds minimum,

606.5 Lavatories with Enhanced Reach Range.
Where enhanced reach range is required at lavato-

865

Fig. 606.3
Height of Lavatories and Sinks

ries, faucets and soap dispenser controls shall have
a reach depth of 11 inches (280 mm) maximum or, if
automatic, shall be activated within a reach depth of
11 inches {280 mm} maximum. Water and soap flow
shall be provided with a reach depth of 11 inches
(280 mm) maximurr.

EXCEPTION: In Type A and Type B units,
reach range for lavatory faucets and soap dis-
pensers is not required.

606.6 Exposed Pipes and Surfaces. Water supply
and drainpipes under lavatories and sinks shall be
insulated or otherwise configured to protect against
contact. There shall be no sharp or abrasive sur-
faces under lavatories and sinks.

606.7 Operable Parts. Operable parts on towel dis-
pensers and hand dryers shall comply with Table
606.7.

53
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Table 606.7
Maximum Reach Depth and Height

Maximum S inch 2 inches 5 inches 6 inches g inches i
11 inches
Reach Depth {13 mm) {50 mm) (125 mm) (150 rm) (230 mm) (280 mm)

Maximum 48 inch 46 inch 42 inches 40 inches 36 inches 34
. inches
Reach Height {1220 mm) (1170 ram} (1065 mra) {1015 mm) {915 mm) (865 mm)

L T
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SECTION 1109
OTHER FEATURES AND FACILITIES

1109.1 General. Accessible building features and facilities
shall be provided in accordance with Sections 1109.2 through
1109.15.

Exception: Type A and Type B dwelling and sleeping units
shall comply with ICC A117.1.

1109.2 Toilet and bathing facilities. Toilet rooms and bathing
facilities shall be accessible. Where a floor level is not required
to be connected by an accessible route, the only toilet rooms or
bathing facilities provided within the facility shall not be lo-
cated on the inaccessible floor. Atleast one of each type of fix-
ture, element, control or dispenser in each accessible toilet
room and bathing facility shall be accessible.

Exceptions:

1. In toilet rooms or bathing facilities accessed only
through a private office, not for common or public
use, and intended for use by a single occupant, any of
the following alternatives are allowed:

1.1. Doors are permitted to swing into the clear
floor space provided the door swing can be re-
versed to meet the requirements in ICC
Al17.1,

1.2. The height requirements for the water closet
in [CC A117.1 are not applicable,

1.3. Grab bars are not required to be installed in a
toilet room, provided that reinforcement has
been installed in the walls and located so as to
permit the installation of such grab bars, and

1.4. The requirement for height, knee and toe
clearance shail not apply to a lavatory.

2. This section is not applicable to toilet and bathing
facilities that serve dwelling units or sleeping units
that are not required to be accessible by Section 1107.

3. Where multiple single-user toilet rooms or bathing
facilities are clustered at a single location and contain
fixtures in excess of the minimum required number of
plumbing fixtures, at least 5 percent, but not less than
one room for each use at each cluster, shall be accessi-
ble.

4. Toilet room fixtures that are in excess of those
required by the International Plumbing Code and that

2003 INTERNATIONAL BUILDING CODE® PORTION OF THE 2005 STATE BUILDING CODE



are designated for use by children in day care and pri-
mary school occupancies.

5. Where no more than one urinal is provided in a toilet
room or bathing facifity, the urinal is not required to
be accessible.

6. Toilet rooms that are part of critical-care or inten-
sive-care patient sleeping rooms are not required to be
accessible.

1109.2.1 Unisex toilet and bathing rooms. In assembly
and mercantile occupancies, one accessible unisex toilet
room shall be provided where an aggregate of six or more
male and female water closets is required. In buildings of
mixed occupancy, only those water closets required for the
assembly or mercantile occupancy shall be used to deter-
mine the unisex toilet room requirement. In recreational fa-
cilities where sepatate-sex bathing rooms are provided, one
accessible unisex bathing room shall be provided. Fixtures
located within required unisex toilet and bathing rooms
shall be included in determining the number of fixtures pro-
vided in an occupancy.

Exception: Where each separate-sex bathing room has
only one shower or bathtub fixture, a unisex bathing
Toom is not required.

1109.2.1.1 Standard. Unisex toilet and bathing rooms
shall comply with Sections 1109.2.1.2 through
1109.2.1.7 and ICC A117.1.

1109.2.1.2 Unisex toilet rooms. Unisex toilet rooms
shall include only one water closet and only one lavatory.
A unisex bathing room in accordance with Section
1109.2.1.3 shall be considered a unisex toilet room.

Exception: A urinal is permitted to be provided in ad-
dition to the water closet in a unisex toilet room.:

1109.2.1.3 Unisex bathing rooms. Unisex bathing
rooms shall include only one shower or bathtub fixture.
Unisex bathing rooms shall also include one water closet
and one lavatory. Where storage facilities are provided
for separate-sex bathing rooms, accessible storage facili-
ties shall be provided for unisex bathing rooms.

1109.2.1.4 Location. Unisex toilet and bathing rooms
shall be located on an accessible route. Unisex toilet
rooms shall be located not more than one story above or
below separate-sex toilet rooms. The accessible route
from any separate-sex toilet room to a unisex toilet room
shall not exceed 500 feet (152 m).

1109.2.1.5 Prohibited location. In passenger transpor-
tation facilities and airports, the accessible route from
separate-sex toilet rooms to a unisex toilet room shall not
pass through security checkpoints.

1109.2.1.6 Clear floor space. Where doors swing into a
vnisex toilet or bathing room, a clear floor space not less
than 30 inches by 48 inches (762 mum by 1219 mm) shall
be provided, within the room, beyond the area of the door

ACCESSIBILITY

1109.2.2 Water closet compartment. Where water closet
compartments are provided in a toilet room or bathing facil-
ity, at least one wheelchair-accessible compartment shall be
provided. Where the combined total water closet compart-
ments and urinals provided in a toilet room or bathing facil-
ity is six or more, at least one ambulatory~accessible water
closet compartment shall be provided in addition to the
wheelchair-accessible compartment. Wheelchair-accessi-
ble and ambulatory-accessible compartments shall comply
with ICC Al117.1.

1109.2.2.1 Pull handle. Where accessible water closet
compattments or single occupancy toilet rooms are pro-
vided, the compartment or room doors shall bave a pull
handle mounted & inches from the hinge side on the
compartment or room side of the door. This handle shall
be between 26 inches and 36 inches from the floor and
shall meet the requirements of Section 40426 of
-ICC/ANSI A117.1-2003,

Exception: Compartments or rooms with self-clos-
ing, self-iatching doors.

1109.2.3 Single occupancy toilet. Required accessible toi-
let rooms designed for single occupancy in other than
Group R shall meet the requirements of ICC/ANSI
A117.1-2003. Each such room shall contain both toilet and
lavatory, shall have a lever handle privacy lockset and shall
have an emergency call system that actuates a visible and
andible alarm in a normally occupied area. An alarm puil
switch shall be provided within 3 feet of the water closet
with a pull cord extending to within 12 inches of the floor.
Emergency instructions shall be provided at the occupied

_location.

1109.2.4 Additional grab bar. In addition to grab bars re-
quired by ICC/ANSI A117.1-2003, a separate, additional
swing grab bar shall be provided at a minimum of one acces-
sible toilet location for each gender per floor within any
nonexempt building. Such additional grab bar shall be lo-
cated the same distance from the water closet centerline to
the side grab bar, parallel to, opposite from and at the same
height as the side grab bar, The additional grab bar shali be
floor mounted or wall mounted, and shall fix or latch firmly
in place when in use. The mounting height of the required
rear bar may be varied to coordinate with the swing grab bar.
The swing grab bar shall be not less than 24 inches nor more
than 36 inches in length, and shall be capable of swinging
and storing against a wall or partition when not required.

Exception: Areas in Groups E,R-1,R-2,R-3 and I-3 not
serving public and administrative functions.

1109.2.5 Faucets and controls. The controls to operate a
faucet shall be located no more than 25 inches from the front
face of a lavatory, kitchen sink, counter or vanity. At least
one lavatory per gender per bathroom shall have its faucet
and control located within 13 inches from the face of the fix-
ture or vanity front. Lavatory fancets on accessible fixtures
shall comply with the requirements of ICC/ANSI
AT17.1-2003.

SWINE. 1109.3 Sinks. Where sinks are provided, at least 5 pércent but

not less than one, provided in accessible spaces shall comply
with ICC A117.1.

1109.2.1.7 Privacy. Doors to unisex toilet and bathing
rooms shail be securable from within the room.
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Exceptions:
1. Mop or service sinks are notrequired to be accessible.

2. Sinks designated for use by children in day care and

primary school occupancies.

1109.4 Kitchens and kitchenettes, Where kitchens and kiich-
enettes are provided in accessible spaces or rooms, they shall
be accessible in accordance with ICC A117.1.

1169.5 Drinking founiains. On floors where drinking foun-
tains are provided, at least 50 percent, but not less than one
fountain, shall be accessible.

1109.6 Elevators. Passenger elevators on an accessible route
shall be accessible and comply with Section 3001.3.

1109.7 Lifts. Platform (wheelchair) lifts are permitted to be a
part of a required accessible route in new construction where
indicated in Items 1 through 7. Platform (wheelchair) lifis shall
be installed in accordance with ASME Al8.1.

1. An accessible route to a performing area and speakers’
platforms in occupancies in Group A.

2. An accessible route to wheelchair spaces required to
comply with the wheelchair space dispersion require-
ments of Section 1108.2.2 through 1108.2.4.

3. Anaccessible route to spaces that are not open to the gen-
eral public with an occupant load of not more than five.

4. An accessible route within a dwelling or sleeping unit.

5. An accessible route to wheelchair seating spaces located
in outdoor dining terraces in A-5 occupancies where the
means of egress from the dining terraces to a public way
are open to the outdoors.

6. An accessible route to raised judges’ benches, clerks’
stations, jury bozxes, witness stands and other raised or
depressed areas in a court.

7. An accessible route where existing exterior site con-
siraints make use of a ramp or elevator infeasible.

1109.7.1 Limited use, limited access elevators. Limited
use, limited access elevators shall be permitted to be in-
stalled in new construction in the same locations specified in
Section 1109.7. Limited nse, limited access elevators shail
be installed in accordance with the Connecticut Safety Code
for Elevators and Escalators, adopted under authority of
section 29-192 of the Connecticut General Statutes and with
regulations adopted under authority of section 29-200 of the
Connecticut General Statutes.

1109.8 Storage. Where fixed or built-in storage elements such

as cabinets, shelves, medicine cabinets, closets and drawers are

provided in required accessible spaces, at least one of each type
shall contain storage space complying with ICC A117.1.

1109.8.1 Lockers. Where lockers are provided in accessi-
ble spaces, at least five percent, but not less than one, of each
type shall be accessible.

1109.8.2 Shelving and display units. Self-service shelves
and display units shall be located on an accessible route.
Such shelving and display units shall not be required to
comply with reach-range provisions.

1109.8.3 Coat hooks and folding shelves. Where coat
hooks and folding shelves are provided in toilet rooms, toi-

let compartments, or in dressing, fitting or locker rooms, at
least one of each type shall be accessible and shall be pro-
vided in accessible toilet rooms without toilet compart-
ments, accessible toilet compartments and accessibie
dressing, fitting and locker rooms.
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